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FILTRATION

SpinMeister ® Precleaners
Extreme Duty Filtration

Technical Specifications
	■ Temp (continuous): min -51°C (-60°F) max 121°C (250°F)
	■ 85%+ removal efficiency standard to 15 microns
	■ Heavy duty vibration resistant stainless steel clamp

Aluminum SpinMeister®
	■ Polished aluminum housing
	■ Stainless steel rotors
	■ To be used with Solberg Inlet SpinMeister® Filter Assemblies

Molded SpinMeister®
	■ Molded fiber filled composite housing
	■ Plastic rotors
	■ To be used with Solberg Inlet SpinMeister® Filter Assemblies

SpinMeister® for Vacuum
	■ Low pressure drop design
	■ Molded fiber filled composite housing
	■ Stainless steel rotors
	■ To be used with Solberg Vacuum Filter Series

Part 
Number

m³/hr Flow 
Rating 
Range

Slip Fit 
Outlet

Dimensions 
(mm)

H.T.    Slip Fit I.D. Cover O.D.

SM-1.5 5-34 1.5" 57 38 92

SM-2 35-185 2" 78 51 121

SM-3 125-425 3" 102 76 181

SM-4 425-675 4" 137 102 244

SM-6 750-1500 6" 178 152 311

Part 
Number

m³/hr Flow 
Rating 
Range

Slip Fit 
Outlet

Dimensions 
(mm)

H.T.    Slip Fit I.D. Cover O.D.

SMA-2 34-187 2" 77 52 122

SMA-3 238-510 3" 122 76 216

SMA-4 238-595 4" 122 102 216

SMA-6 680-1445 6" 186 152 311

SMA-9 1530-3400 9" 206 229 435

Part 
Number

m³/hr Flow 
Rating 
Range

Slip Fit 
Outlet

Dimensions 
(mm)

H.T.    Slip Fit I.D. Cover O.D.

SML235 68-187 3.5" 103 88 188

SML345 170-340 4.5" 141 115 260

SML445 340-765 4.5" 183 115 260

 
SpinMeister® Airflow Schematic


